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GUARD is a professional and attractive 
air curtain, whose main objective is 
to maintain protective barrier at the 
entrance to the building. 

GUARD air curtain protects the entrance 
to the building from either cold or 
warm air as well as dust or insects. Its 
application allows to minimize the loss 
of heat, which both infl uences operating 
costs of the building and comfort of 
work. 

GUARD air curtains is designed/
purposed for facilities where height of 
installation of devices does not exceed 
3,5m. 
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Speed Control

Advantages of System:

Speed control allows
adjustment of air curtain’s
effi ciency and heat output in
electrical air curtain

AIR COURTAINS

ADVANTAGES OF 

Modern design

Air throw up to 3,5 m

Length of 100, 150,200

Water, electrical, cold air curtain

Automatic control included in the price
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TECHNICAL DATA Curtain with water heater Curtain with electric heater Curtain without heater
GUARD
100W

GUARD
150W

GUARD
200W

GUARD
100E

GUARD
150E

GUARD
200E

GUARD
100C

GUARD
150C

GUARD
200C

Lenght of unit

max installation height

Heat output *

Max air output

Max working pressure

Diameter of connection nozzles

Power supply

Motor power

Power consumption

Weight fi lled with water / without water

Volume level

Protection class IP

* Heat output range for parameters of water 90/70°C and temperature of inlet air +10°C

[m]

[m]

[kW]

[m³/h]

[MPa]

[inch]

[V/Hz]

[kW]

[A]

[kg]

[dB (A)]

WATER CURTAINS 

100W

150W

200W

ELECTRIC AIR CURTAINS

Parameters of Heating Medium 

Inlet temperature 

Heat output 

Outlet temperature 

100E, 150E, 200E

[˚C] 

[kW] 

[˚C] 

GUARD 100E GUARD 150E GUARD 200E

Inlet/outlet water temperature Water 60/40 ˚C Water 70/50 ˚C Water 90/70 ˚C

Inlet Air Temperature 

Heat Output

Outlet Air Temperature

Water Flow

Hydraulic Resistance

[˚C] 

[kW] 

[˚C] 

[m3/h]

[kPa]

Inlet/outlet water temperature

Inlet Air Temperature 

Heat Output

Outlet Air Temperature

Water Flow

Hydraulic Resistance

[˚C] 

[kW] 

[˚C] 

[m3/h]

[kPa]

Inlet/outlet water temperature

Inlet Air Temperature 

Heat Output

Outlet Air Temperature

Water Flow

Hydraulic Resistance

[˚C] 

[kW] 

[˚C] 

[m3/h]

[kPa]

Water 60/40 ˚C

Water 60/40 ˚C

Water 70/50 ˚C

Water 70/50 ˚C

Water 90/70 ˚C

Water 90/70 ˚C

1

3,5

6-10

1050

1,6

1/2

230 / 50

0,21

0,5

16

44

IP20

1

3,5

3-6

1250

–

–

400 / 50

0,21

9,2

16

47

IP20

1

3,5

–

1300

–

–

230 / 50

0,21

0,6

15

44

IP20

1,5

3,5

10-18

1550

1,6

1/2

230 / 50

0,21

0,6

21

44,5

IP20

1,5

3,5

6-9

1800

–

–

400 / 50

0,21

13,2

19

48

IP20

1,5

3,5

–

1800

–

–

230 / 50

0,21

0,6

18

44,5

IP20

2

3,5

15-25

2100

1,6

1/2

230 / 50

0,21

0,6

27

46

IP20

2

3,5

9-12

2550

–

–

400 / 50

0,21

17,5

25

48,5

IP20

2

3,5

–

2650

–

–

230 / 50

0,21

0,7

24

46

IP20

0

6,3

21,4

0,3

1,2

5

5,6

24,0

0,3

0,9

10

4,8

26,8

0,2

0,7

15

4,2

29,5

0,2

0,5

20

3,5

32,3

0,1

0,3

0

7,7

26,4

0,3

1,8

5

6,9

29,0

0,3

1,6

5

9,7

39,5

0,4

2,7

0

10,5

37,1

0,4

3,0

10

6,2

31,6

0,3

1,3

10

8,8

41,9

0,4

2,4

15

5,4

34,3

0,2

1,1

15

8,1

44,4

0,4

2,1

20

7,3

46,9

0,3

1,9

20

4,7

37,0

0,2

0,9

0

10,6

23,3

0,5

2,6

5

9,4

25,7

0,4

2,3

10

8,2

28,3

0,4

2,1

15

7,0

30,8

0,3

1,9

20

5,9

33,4

0,3

1,7

0

12,9

28,7

0,5

3,3

5

11,6

31,1

0,5

3,1

5

16,3

42,4

0,7

3,7

0

17,7

40,3

0,8

4,1

10

10,4

33,5

0,4

2,8

10

14,9

44,7

0,6

3,5

15

9,2

35,9

0,4

2,4

15

13,6

46,9

0,6

3,3

20

12,4

49,2

0,5

3,0

20

8,0

38,4

0,3

2,2

0

15,3

24,7

0,6

2,4

5

13,5

27,0

0,6

2,0

10

11,8

29,4

0,5

1,8

15

10,1

31,8

0,4

1,4

20

8,5

34,2

0,4

1,2

0

18,6

30,4

0,8

3,0

5

16,7

32,6

0,7

2,6

5

23,4

44,6

1,0

5,1

0

25,4

42,6

1,1

5,5

10

15,0

34,9

0,6

2,2

10

21,5

46,7

0,9

4,8

15

13,2

37,2

0,6

1,9

15

19,6

48,8

0,8

4,4

20

17,8

51,0

0,8

3,9

20

11,5

39,6

0,5

1,7

0

6,2

15,9

5

6,2

20,9

10

6,2

25,9

15

6,2

30,9

20

6,2

35,9

0

9,1

15,9

0

12,2

14,8

5

9,1

20,9

5

12,2

19,8

10

9,1

25,9

10

12,2

24,8

15

9,1

30,9

15

12,2

29,8

20

9,1

35,9

20

12,2

34,8
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