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Installation 
pattern

Heater with air impulsion through a pipe 
network and air aspiration from adjacent 
room.

Heater with 4-way air plenum impulsion 
by MET MANN and air aspiration from the 
same room.

Heater with double curve for two adjacent 
sites, with aspiration at each room.

Operation pattern

excharger

Control panel

Fan

Burner

Chimney

Combustion 
chamber

1 2 3
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USEFUL TIPS TO ASSES 
INSTALLATION NEEDS

Check to see what type of 

heater is the most appropria-

te to install.

Check whether the user in-

tends to heat all or part of the 

site.

Check whether there are other 

heat sources, such as com-

pressors, ovens, lamps, etc.

Type of activity carried out in 

site, as comfort temperature 

varies accordingly.

Building site characteristics, 

as an isolated building is not the 

same as one simply walled in.

If activity in site involves fre-

quently opening of doors, the 

heat generated by the equip-

ment will dissipate therefore 

increasing consumption. It is 

advisable to set air curtains to 

solve this problem. (See pages 

nº 40-41.)

In a warehouse usually a lar-

ge part of its area is taken up 

therefore reducing the range 

to heat, so that in principle 

less powerful equipment will 

meet the needs. This is also a 

valid solution for materials that 

are not good heat conductors.

 

Check that the site has not 

extractors working during 

winter season. If there are, 

take note of the air volume ex-

tracted to choose a generator 

strong enough to make up for 

the air extracted.

Check the position of the fuel 

tank. If it is away or at a lower 

level from the equipment a 

pressure group should be 

installed. 

When the site to heat is 

considerably high (+4m), it 

is advisable to place heat 

destratifiers in the ceiling to 

recover the stratified air and 

this way save considerable 

energy (30% approximately; 

see page 42).

Install the heater strategi-

cally enough to cover up the 

largest area possible (do not 

obstruct aspiration mouths or 

ventilation outlets).

If it is a pipe-network insta-

llation, it should be designed 

with the minimum inlet loss 

and the best grid layout as 

possible (pipe air speed 12 

m/s, air grid speed 5 m/s).
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DETERMINING THE  
CALORIFIC POWER

3 
site insulation

 m3 x  °C x  K  =  Kcal/h  ÷  860  =  kW/h

Take into account how properly 
insulated the site is, which will respond 
to the “K” ratio that could be: 

4 
DETERMINING  
THE POWER  
NEEDED (KW/h)

2 
DETERMINING 
THE THERMAL 
DIFFERENTIAL  (∆t)

∆t =  ºC

Example: If your desired temperature is 15º and 
the minimum temperature in the surroundings 
is -5º, the thermal differential will be 20º.

1 
DETERMINING 
THE SITE VO-
LUME (M3)

 A  x   B  x   C  =  m3

A

B C

K= 1.5 
Site is VERY WELL  insulated 
Walls or blocks insulated with 
fibreglass panels. Insulated 
dropped ceiling or cover. 

K= 2.5 
The site is EFFECTIVELY 
insulated 
Brick walls or not-insulated 
blocks. 
Not-insulated cover.

K= 2.0 
The site is PROPERLY insulated 
Brick walls or not-insulated 
blocks. 
Insulated dropped ceiling or cover.

K= 3.5 
The site is NOT PROPERLY 
insulated 
Boards or fibreglass.
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GAS OIL

Totally self-contained equipment, easy to install, adequate for 
industrial plants, warehouses, greenhouses, etc.  

MAIN FEATURES	

•	 Compact sturdy equipment.

•	 Tubular exchanger with thermal performance higher than 90%.

•	 Outer finish: kiln-dried polyester paint. 

•	 Thermal insulation: air chamber and/or fibreglass.

•	 Large air flow ventilator assembly.

•	 Control panel and protection in compliance with European 
standards. Built-in environmental thermostat.

•	 Upper hot-air outlet to attach ducts, gratings, or rotary vents.

ACCESSORIES

Air inlet filters - Page. 26

Chimneys - Page 27

Air distribution accessories - Page. 28-29

Fuel tanks - Page. 30

Weekly ambient thermostat - Page. 31

Pyrostats and CO detectors - Page. 31

Heat destratifiers - Page. 42

Fuel 
GAS OIL  
Natural gas 
Propane gas

POWER 
 26 TO 600 kW

Air flow 
2,200 TO 46,000 m3/h

Heating capacity 
560 TO 12,900 m3

Uses 
Commercial and 
industrial 
Heating of greenhouses 
Drying Process 
Etc.

HE
IG

HT
HE

IG
HT

WIDTH DEPTH

DEPTHDEPTH

A B

Ø
ØØ

dimensions mm 

Model	 A	 B	 Nº

MM-030	 230	 351	 1

MM-050	 230	 351	 1

MM-070	 280	 351	 2

MM-105	 280	 351	 3

MM-160	 280	 351	 4

MM-200	 -	 351	 6

MM-250	 -	 351	 6

MM-300	 251	 351	 8

MM-350	 251	 351	 8

MM-400	 251	 351	 8

MM-500	 450	 451	 6

MM-550	 450	 451	 6

MM Vertical cabinet heater
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GAS

Model	 CALORIFIC POWER	 PERFORMANCE	 Air flow	 MOTOR	 SOUND LEVEL	 Dimensions	 IMPULSION SECTION	 SMOKE OUTLET	 WEIGHT
	 kW	  %	 m3/h	 kW 	 3 m	 WIDTHxDEPTHxHEIGHT mm	 WIDTHxHEIGHT mm	 Ø mm	K g

MM-030-G	 26	 90	 2,200	 0.25 *A	 60 dB (A)	 410x700x1130	 600x350	 120	 75

MM-050-G	 43	 90	 3,500	 0.55 *A	 60 dB (A)	 475x805x1320	 650x415	 120	 112

MM-070-G	 69	 90	 4,800	 0.75 *A	 64 dB (A)	 550x1000x1500	 900x490	 150	 172

MM-105-G	 100	 90	 8,900	 1.50 *B	 75 dB (A)	 700x1090x1785	 988x600	 150	 238

MM-160-G 	 145	 90	 11,000	 2.20 *B	 79 dB (A)	 800x1445x1930	 1345x700	 200	 360

MM-200-G	 200	 92	 17,000	 3.00 *B	 71 dB (A)	 935x1790x2124	 1670x0815	 200	 510

MM-250-G	 250	 92	 19,000	 4.00 *B	 73 dB (A)	 935x1790x2124	 1670x0815	 200	 510

MM-300-G	 300	 92	 22,500	 4.00 *B	 71 dB (A)	 1150x2100x2170	 1960x1010	 250	 800

MM-350-G	 350	 92	 26,500	 5.50 *B	 74 dB (A)	 1150x2100x2170	 1960x1010	 250	 800

MM-400-G	 390	 92	 31,000	 7.50 *B	 76 dB (A)	 1150x2100x2170	 1960x1010	 250	 850

MM-500-G	 550	 92	 39,000	 2x4,00 *B	 82 dB (A)	 1540x2355x2260	 2150x1400	 350	 1,390

MM-550-G	 600	 92	 46,000	 2x5.50 *B	 84 dB (A)	 1540x2355x2260	 2150x1400	 350	 1,405 
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GAS OIL

GS Wall cabinet heaters

Totally self-contained equipment, easy to install, adequate for 
industrial buildings, warehouses, greenhouses, etc.

MAIN FEATURES

•	 Compact sturdy equipment.

•	 Tubular exchanger with thermal performance higher than 92%.

•	 Outer finish: kiln-dried polyester paint. 

•	 Thermal insulation: air chamber and/or fibreglass. 

•	 Double fan assembly with large air flow.

•	 Wall mountable remote control box.

•	 Built-in ambient thermostat.

•	 Front hot-air outlet through double grid, with the option to attach 
pipe network outlet.

ACCESSORIES

Chimneys - Page 27 

Fuel tanks - Page. 30

Weekly ambient thermostat - Page. 31

Pyrostats and CO detectors - Page. 31

Heat destratifiers - Page. 42

Fuel 
GAS OIL 
Natural gas 
Propane gas

POWER 
66 kW

Air flow 
6,000m3/h

Heating capacity 
1,420 m3

Uses 
Commercial and 
industrial 
Heating Area targeted 
heating

GS-060 with double wall fuel  
tank and air destratifier

HE
IG

HT

39
8

WIDTH

90064

DEPTH Ø

Atención al pasar un pedido con quemador de gas informar si se trata de Natural gas o Propane gas. *A 230V/I/50Hz

Wall remote control

Installation example

Model		ca lorific power	 Air flow	 VOLTAGE	 MOTOR power	 PRESSURE	 Dimensions	 IMPULSION SECTION	 SMOKE OUTLET	 WEIGHT
	 kW	PER FORMANCE %	 m3/h	 V	 kW	 mm.c.a.	 WIDTHxDEPTHxHEIGHT mm	 mm	 Ø mm	K g

GS-060	 66	 92.3	 6,000	  230V/I/50Hz	 0.74	 10	 630x1010x1195	 700x300	 150	 170
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GASGAS

Model	 CALORIFIC POWER	 PERFORMANCE	 Air flow	 MOTOR	 SOUND LEVEL	 Dimensions	 IMPULSION SECTION	 SMOKE OUTLET	 WEIGHT
	 kW	  %	 m3/h	 kW 	 3 m	 WIDTHxDEPTHxHEIGHT mm	 mm	 Ø mm	K g

AM-040	 46	 89	 3,400	 0.60 *A	 66 dB (A)	 450x1235x1110	 330x400	 150	 119

AM-060	 69	 89	 4,500	 0.60 *A	 67 dB (A)	 565x1430x1310	 445x485	 150	 157

AM-090	 104	 89	 5,000	 1.38 *B	 68 dB (A)	 615x1635x1380	 490x500 	 175	 190

AM-125	 145	 90	 9,000	 2,20 *B	 68 dB (A)	 740x1635x1525	 595x600	 200	 225

AM-180	 180	 90	 13,300	 4,00 *B	 71 dB (A)	 795x2305x1768	 620x745	 200	 390

AM Farming cabinet heaters

Heaters specially designed for 990 to 3,875 m3 greenhouses using 
one single device. 

MAIN FEATURES

•	 Compact sturdy equipment.

•	 Tubular exchanger with thermal performance higher than 89%.

•	 Outer finish in galvanised steel.

•	 Thermal insulation: air chamber and/or fibreglass.

•	 Fan assembly with large air flow.

•	 Control panel and protection in compliance with European stan-
dards. Frontal hot air outlet to attach grids, air pipes or circular 
hoppers.

ACCESSORIES

Chimneys - Page 27 

Air distribution accessories - Page. 28-29

Fuel tanks - Page. 30

Weekly ambient thermostat - Page. 31

Pyrostats and CO detectors - Page. 31

Heat destratifiers - Page. 42

Fuel 
GAS OIL 
Natural gas 
Propane gas

POWER 
46 TO 180 kW

Air flow 
3,400 TO 13,300 m3/h

Heating capacity 
990 TO 3,875 m3

Uses 
Farming heating 
Industrial heating 
rying processes 
Hire 
Etc.

Installation example in greenhouse

DEPTH

HE
IG

HT

WIDTH Ø
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GAS OIL GAS

MM-H / W / CP Cabinet heaters for drying process

Cabinet heaters specially designed to speed up industrial drying 
processes in food and industrial sectors 

MM-H Series

28-30ºC thermal rise with 196 to 245 air pressure

MM-W Series

28-30ºC thermal rise with 245 air pressure

CP Series

18-20ºC thermal rise with 245 to 294 air pressure

MAIN FEATURES

•	 Compact sturdy equipment.

•	 Tubular exchanger with thermal performance higher than 90%. 

•	 Outer finish: kiln-dried polyester paint. 

•	 Thermal insulation: air chamber and fibreglass. 

•	 Large air flow fan assembly.

•	 Control panel and protection in compliance with European 
standards.

•	 Frontal hot air outlet to attach grids or air pipes.

ACCESSORIES

Air inlet filters - Page. 26

Chimneys - Page 27

Air distribution accessories - Page. 28-29

Fuel tanks - Page. 30

Weekly ambient thermostat - Page. 31

Pyrostats and CO detectors - Page. 31

Heat destratifiers - Page. 42

Flow and pressure according to specifications

Motors ATEX

Position A

Position B Position V

Fuel 
GAS OIL 
Natural gas 
Propane gas

POWER 
50 TO 393 kW

Air flow 
4,500 TO 38,000 m3/h

Uses 
Post   
Varnish chambers 
Drying processes 
Food industry 
Etc. 

Example of installation on pressurized cabin
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GAS OIL GAS

Model	 CALORIFIC POWER	 PERFORMANCE	 Air flow	 MOTOR	 PRESSURE	 Dimensions	 IMPULSION SECTION	 SMOKE OUTLET
	 kW	  %	 m3/h	 kW 	P a	 WIDTHxDEPTHxHEIGHT mm	 mm	 Ø mm

MM-050-H	 50	 90	 4,500	 0.75*A	 196	 795x1375x650	 695x500	 120

MM-070 -H	 69	 90	 6,000	 0.75 *B	 245	 1000x1370x680	 940x490	 150

MM-090-H	 90	 90	 7,200	 1.50*B	 245	 1095x1555x830	 995x590	 150

MM-120-H	 139	 90	 12,000	 2.20 *B	 245	 1430x1825x785	 1310x635	 200

MM-160-H	 196	 90	 17,500	 3.00*B	 245	 1615x2050x987	 1495x767	 250

MM-200-H	 213	 90	 19,000	 3.00*B	 245	 1980x2124x935	 1670x815	 200

MM-090-W	 90	 90	 7,200	 1.50 *B	 245	 1095x1555x830	 995x590	 150

MM-120-W	 139	 90	 12,000	 2.20 *B	 245	 1430x1825x785	 1310x635	 200

MM-175-W	 302	 90	 30.000	 7.50 *B	 245	 1790x2120x1210	 1670x1075	 200

MM-225-W	 393	 90	 35,000	 7.50 *B	 245	 1980x2120x1210	 1670x1075	 200

CP-050	 75	 90	 10.000	 2.20 *B	 245	 1095x1640x890	 995x590	 150

CP-090	 120	 90	 16,000	 4.00 *B	 245	 1530x1825x785	 1310x635	 200

CP-120	 180	 90	 24,000	 5.50 *B	 294	 1790x2120x1210	 1670x1075	 250

CP-160	 237	 90	 31,500	 9.20 *B 	 294	 1790x2120x1210	 1670x1075	 200

CP-200	 270	 90	 38,000	 11.0 *B	 294	 1980x2120x1210	 1670x1075	 200

DEPTH

HE
IG

HT

WIDTH

Ø
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GASGAS OIL

AGM Multi-optional cabinet heaters 

Modular type-heaters with different installation positions, and with the 
option of supplying the heaters with either centrifugal or axial fans.

The calorific power of these equipments makes it possible to heat 
sites of 925 to 3,115 m3³.

Totally self-contained equipment, easy to install, adequate for 
industrial buildings, warehouses, greenhouses, etc.

MAIN FEATURES

•	 Compact sturdy equipment.

•	 Tubular exchanger with thermal performance higher than 89%.

•	 Outer finish: kiln-dried polyester paint. 

•	 Thermal insulation: air chamber and fibreglass. 

•	 Large air flow fan assembly.

•	 Control panel and protection in compliance with European 
standards. 

•	 Built-in ambient thermostat.

•	 Hot air outlet through grids or pipes.

Fuel 
GAS OIL 
Natural gas 
Propane gas

POWER 
43 TO 145 kW

Air flow 
3,500 TO 11,000 m3/h

Heating capacity 
990 TO 3,115 m3

Uses 
Commercial and industrial 
heating Drying processes 
Greenhouse heating 
Etc.

Instalación con eslingas

Model	 CALORIFIC POWER	 PERFORMANCE	 Air flow	 MOTOR	 SOUND LEVEL	 Dimensions	 IMPULSION SECTION	 SMOKE OUTLET	 WEIGHT
	 kW	  %	 m3/h	 kW 	 3 m	 WIDTHxDEPTHxHEIGHT mm	 mm	 Ø mm	K g

AGM-050	 43	 90	 3,500	 0.55 *A	 60 dB (A)	 855x1030x628	 800x430	 120	 112

AGM-070	 69	 90	 5,000	 0.75 *A	 64 dB (A)	 895x1130x674	 900x476	 150	 172

AGM-090	 90	 90	 6,500	 1.10 *B	 68 dB (A)	 1191x1192x769	 962x570	 150	 210

AGM-160	 145	 90	 11,000	 1,10 *B	 65 dB (A)	 1292x1530x796	 1300x598	 200	 320

B

WIDTH

DEPTH WITH FANS MOUNTED   mm

AGM-050	 1325	

AGM-070	 1367

AGM-090	 1663

AGM-160	 1824

A

Ø

DEPTH

ACCESSORIES

Chimneys 
Page 27

Air distribution accessories 
Page. 28-29

Fuel tanks 
Page. 30

Weekly ambient thermostat 
Page. 31

Pyrostats and CO detectors 

Page. 31

Heat destratifiers 
Page. 42
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GASGAS OIL

Fuel 
GAS OIL 
Natural gas 
GLP

POWER 
50 TO 145 kW 

Air flow 
10.000 TO 31,000 m3/h

Uses 
Paint rooms 
heat module in air-
conditioning rooms 
post-harvest processes 
etc.

without fan

Model	 CALORIFIC POWER	 PERFORMANCE	 Air flow	 Dimensions	 IMPULSION SECTION	 SMOKE OUTLET	 WEIGHT
	 kW	  %	 m3/h	 WIDTHxDEPTHxHEIGHT mm	A xB mm	 Ø mm	K g

TEC-050	 50	 90	 10.000 ∆T 20ºC	 855x1030x893	 800x695	 120	 95

TEC-070	 69	 90	 13,500 ∆T 20ºC	 895x1130x961	 900x763	 150	 160

TEC-090	 90	 90	 16,000 ∆T 20ºC	 1191x1200x1039	 962x840	 150	 200

TEC-160	 145	 90	 31,000 ∆T 20ºC	 1292x1530x1098	 1300x900	 200	 300

The “TEC” modules for increasing air temperature are totally self-con-
tained and can run on either liquid or gas fuels. This devices increase 
the temperature of the air inside them within a range of 17 to 60ºC, 
depending on the circulating flow, using the thermal energy they 
generate. The resulting combustion fumes are extracted through a 
chimney to avoid smokes and undesired odours into the site to heat.

These devices can be used anywhere where air temperature increase 
is required.

MAIN FEATURES

•	 Fuelled by Gas oil, natural gas o LPG.

•	 Galvanized cabinet coated in polyester dust and  
kiln-dried at 200ºC.

•	 Combustion chamber designed to obtain 90% performance. 

•	 Three thermostats included: to start ventilator,  to stop  
burner, and safety.

•	 Reversible into either side.

ACCESSORIES

Chimneys - Page 27

Fuel tanks - Page. 30

Weekly ambient thermostat - Page. 31

Pyrostats and CO detectors - Page. 31

Heat destratifiers - Page. 42

TEC Module for increasing temperature

WIDTH

HE
IG

HT B

DEPTH

A

Ø
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GAS

Fuel 
Natural gas 
Propane gas

Air flow 
1,700 TO 5,550 m3/h

Heating capacity 
495 TO 1,290 m3

Uses 
Commercial or  
industrial sites

Axial fan

Heat system for wall installation in commercial or industrial sites 
where a heater on natural or propane gas is required.

MAIN FEATURES

•	 Very silent equipment due to its atmospheric gas burner.

•	 Performance higher than 90%.

•	 90/396 CE certified equipment.

•	 Supplied with axial fan.

•	 Tight combustion with outdoor air inlet. Optional air pipes in models 
with centrifugal fan.

ACCESSORIES

Heat destratifiers - Page. 42

Pyrostats and CO detectors - Page. 31

Model	 CALORIFIC P. 	 Air flow	 SOUND LEVEL	 MOTOR	 PERFORMANCE	 IMPULSION SECTION	 Dimensions	 SMOKE OUTLET	 WEIGHT
	 kW	 m3/h	 3 m	 kW 	  %	 WIDTHxHEIGHT mm	 WIDTHxDEPTHxHEIGHT mm	 Ø mm	 kg

K-20-H	 23	 1,700	 43 dB (A)	 0.140 *A	 91.5	 300x350	 650x670x800	 80-140	 71

K-30 -H	 34	 2,450	 47 dB (A)	 0.200 *A	 90.1	 300x450	 750x670x800	 80-140	 85

K-40 -H	 45	 3,800	 49 dB (A)	 0.240 *A	 90.1	 300x650	 950x670x800	 80-140	 107

K-60 -H	 60	 5,550	 50 dB (A)	 0.390 *A	 91.7	 300x750	 1150x670x850	 80-140	 130

HE
IG

HT

WIDTHØ DEPTH

K Wall cabinet heaters with atmospheric gas burner 

tigth combustion
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GAS

Fuel 
Natural gas 
Propane gas

Air flow 
1,700 TO 5,550 m3/h

Heating capacity 
495 TO 1,290 m3

Uses 
Commercial or  
industrial sites

Centrifugal fan

tight combustion

HE
IG

HT

WIDTHØ DEPTH

K Wall cabinet heaters with atmospheric gas burner

Heat system for wall installation in commercial or industrial sites 
where a heater on natural or propane gas is required. 

MAIN FEATURES

•	 Very silent equipment due to its atmospheric gas burner.

•	 Performance higher than 90%.

•	 90/396 CEE certified equipment.

•	 Supplied by centrifugal fan.

•	 Tight combustion with outdoor air inlet.

•	 Prepared for air pipe attachment.

ACCESSORIES

Heat destratifiers - Page. 42

Pyrostats and CO detectors - Page. 31

Model	 CALORIFIC P. 	 Air flow	 SOUND LEVEL	 MOTOR	 PERFORMANCE	 IMPULSION SECTION	 Dimensions	 SMOKE OUTLET	 WEIGHT
	 kW	 m3/h	 3 m	 kW 	  %	 WIDTHxHEIGHT mm	 WIDTHxDEPTHxHEIGHT mm	 Ø mm	 kg

K-20-C	 23	 1,700	 45 dB (A)	 0.420 *A	 91.5	 300x350	 650x825x800	 80-140 	 75

K-30-C	 34	 2,450	 47 dB (A)	 0.550 *A	 90.1	 300x450	 750x880x800	 80-140	 93

K-40-C	 45	 3,800	 50 dB (A)	 0.790 *A	 90.1	 300x650	 950x825x800	 80-140	 115

K-60-C	 60	 5,550	 52 dB (A)	 1.040 *A	 91.7	 300x750	 1150x880x850	 80-140	 145
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PS Simple discharge curve at 90º in galvanised sheet

PD Double discharge curve at 90º in galvanised sheet

Model	 CONNECTION	 IMPULSION	 HEIGHT	 WIDTH	 APPLICABLE MODELS	 GRID 
	 WIDTHxHEIGHT mm	 WIDTHxHEIGHT mm	TOTAL	TOTAL	   aplicables	

PS-030	 350x600	 600x200	 320	 470	 MM-030-G	 600x200

PS-050	 415x650	 650x200	 320	 535	 MM-050-G	 600x200

PS-070	 490x900	 900x200	 320	 610	 MM-070-G	 900x200

PS-090	 600x1000	 1000x400	 520	 720	 MM-090/105-G	 1000x400

PS-140	 700x1340	 1340x400	 520	 820	 MM-140/160-G	 1000x400

PS-200	 815x1670	 1670x400	 520	 935	 MM-200/250-G	 700x400 (2u)

PS-300	 1010x1960	 1960x400	 520	 1130	 MM-300/350/400-G	 600x400 (3u)

PS-500	 1400x2180	 2180x400	 520	 1520	 MM-500/550-G	 1000x400 (2u)
Prices do not include VAT.

Model	 CONNECTION	 IMPULSION	 HEIGHT	 WIDTH	ap licable Models	 GRID 	
CURVE
 	 WIDTHxHEIGHT mm	 WIDTHxHEIGHT mm	TOTAL	TOTAL			   

WITHOUT GRID

PD-030	 350x600	 600x200	 320	 590	 MM-030-G	 600x200 (2u)

PD-050	 415x650	 650x200	 320	 655	 MM-050-G	 600x200 (2u)

PD-070	 490x900	 900x200	 320	 730	 MM-070-G	 900x200 (2u)

PD-090	 600x1000	 1000x400	 520	 840	 MM-090/105-G	 1000x400 (2u)

PD-140	 700x1340	 1340x400	 520	 940	 MM-140/160-G	 1000x400 (2u)

PD-200	 815x1670	 1670x400	 520	 1055	 MM-200/250-G	 700x400 (4u)

PD-300	 1010x1960	 1960x400	 520	 1250	 MM-300/350/400-G	 600x400 (6u)

PD-500	 1400x2180	 2180x400	 520	 1640	 MM-500/550-G	 1000x400 (4u)
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ACCESSORIES - HEATING C
TAM Transformation hopper in galvanised sheet

Model	 CONNECTION	 IMPULSION	 HEIGHT	ap licable Models
	 WIDTHxHEIGHT mm	 Ø mm	TOTAL 	

TAM-040	 330x400	 300 	 300	 AM-040

TAM-060	 445x485	 400 	 350	 AM-060

TAM-090	 500x500	 500 	 350	 AM-090

TAM-125	 590x600	 500	 400 	 AM-125

TAM-180	 745x620	 600 	 450	 AM-180

TAGM-050	 825x455	 400 	 371	 AGM-050

TAGM-070	 920x500	 450 	 371	 AGM-070

TAGM-090	 940x550	 500 	 371	 AGM-090

TAGM-160	 1300x615	 600 	 371	 AGM-160

We offer the supply of pieces done under 
specifications; metallic circular or 
rectangular ducts.

We offer Air Inlet Filters, too.
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FW Aspiration set in “W” shape with box for replacing filter

Model	 MACHINE POSITION	 APLICABLE MODELS	 Dimensions
			   WIDTHxHEIGHTxDEPTH mm

FWS-050-H	 UPPER	 MM-050-H	 695x510x130 

FWP-050-H	RE AR	 MM-050-H	 695x500x130

FWS-070-H	U PPER	 MM-070-H	 940x500x130

FWP-070-H	RE AR	 MM-070-H	 940x490x130

FWS-090-H	U PPER	 MM-090-H	 995x515x130

FWP-090-H	RE AR	 MM-090-H	 995x590x130

FWS-120-H	U PPER	 MM-120-H	 1310x515x130

FWP-120-H	RE AR	 MM-120-H	 1310x635x130

FWS-160-H	U PPER	 MM-160-H	 1505x635x130

FWP-160-H	RE AR	 MM-160-H	 1505x725x130

FWS-200-H	U PPER	 MM-200-H	 1670x595x130

FWP-200-H	RE AR	 MM-200-H	 1670x815x130

FWS-090-W	U PPER	 MM-090-W	 995x515x130

FWP-090-W	RE AR	 MM-090-W	 995x590x130

FWS-120-W	U PPER	 MM-120-W	 1310x515x130

FWP-120-W	RE AR	 MM-120-W	 1310x635x130

FWS-175-W	U PPER	 MM-175-W	 1670x700x130

FWP-175-W	RE AR	 MM-175-W	 1670x1075x130

FWS-225-W	U PPER	 MM-225-W	 1670x700x130

FWP-225-W	RE AR	 MM-225-W	 1670x1075x130

FWS-050-CP	U PPER	 CP-050	 995x600x130

FWP-050-CP	RE AR	 CP-050	 995x590x130

FWS-090-CP	U PPER	 CP-090	 1310x515x130

FWP-090-CP	RE AR	 CP-090	 1310x635x130

FWS-120-CP	U PPER	 CP-120	 1670x710x130

FWP-120-CP	RE AR	 CP-120	 1670x1075x130

FWS-160-CP	U PPER	 CP-160	 1670x710x130

FWP-160-CP	RE AR	 CP-160	 1670x1075x130

FWS-200-CP	U PPER	 CP-200	 1670x710x130

FWP-200-CP	RE AR	 CP-200	 1670x1075x130

HEIGHTWIDTH

DEPTH
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ACCESSORIES - HEATING C

Model	 FLOW	vertica l	hori zontal	 Motor	 WEIGHT	 Dimensions
	 l/h	 Aspiration	 Aspiration	 W	 kg	 WIDTHxLARGOxHEIGHT mm

MICRO DOMESTIC	 2-12	 3	 25	 0,18 *A	 1	 180x90x60

GP-030	 30	 3	 32	 0,124 *A	 6	 240x380x190

GP-070	 70	 3	 35	 0,124 *B	 20	 455x470x300

GP-130	 130	 3	 35	 0,185 *B	 22	 455x470x300

Model	 CAPACITY	 Nivel y	 WEIGHT	warranty	  Dimensions 
	L	  leak detector	 kg	 years	 WIDTHxDEPTHxHEIGHT mm

TRL-0700	 700	 Incluido	 52	 5	 690x1280x1400

TRL-1000	 1000	 Incluido	 73	 5	 750x1740x1450

TRL-1500	 1500	 Incluido	 96	 5	 750x1740x1940

TRL-2000	 2000	 Incluido	 150	 5	 780x2290x1950

TRL Fuel tanks for gas oil

We distribute TR/LENZ fuel tanks with 700 to 2,000 litre capacity.

Lighter and more endurable than metal-wrapped tanks, with no 
corrosion hazards.

More impact resistant, dent/nicks-free.

Convenient dimensions to go through narrow door frames

(69 cm wide).

Sealed tightly by exterior welded wrapping. No need for metallic 
re-enforcements.

Suitable for outdoor installation.

Easy to handle and carry.

Simplified installation (no need for retention basin).

The largest range in market in 700 to 2,000 litre capacity. 

Pressure grops to steadily pump gas oil to burners placed away from 
fuel tanks.

The range of products goes from small 12 l/h burner feeders to 130 l/h 
feeders. 

micro domestic
 2-12 l/h burner feeder

GP– 30-70-130 l/h 
pressure group 

Pressure reduction 
valve

TGP/GP presure groups

*A 230V/I/50Hz . *B 400V/III/50Hz
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LTH 4 Temperature limiter pyrostat

SIESTA Weekly ambient thermostat

Model	thermometer	  limiter	optica l signalling	probe	power	   Dimensions
						      WIDTHxHEIGHTxDEPTH mm

LTH4	 50-350º	 240 ºC	 si	 10x230	 230V/50Hz/  	 123x84x112

Model	 PROGRAMMABLE THERMOMETER	 ANTI-ICE	commutation	  POWER	 Dimensions
	 ºC			   battery	 WIDTHxHEIGHTxDEPTH mm

SIESTA-CR	 5-35	 included 	 summer-winter	 2u - 1.5V AAA	 100x80x20
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ACCESSORIES - HEATING C

ESGM Carbon monoxide detector

Model	 ACTIVATIOM	 MINIMUM	 VOLTAGE	received	  OPERATING	 PROTECTION	 ACUSTIC ALARM	 Dimensions
 	 DIAGRAM ppm 	 CONCENTRATION		  power	 TEMPERATURE °C	IP	DB   (A)	 WIDTHxDEPTHxHEIGHT mm

ESGM 2 CO	 200 (0.002%)	 <0.4%	 230 V / 50-60 hz	 2,300 W/10A	 -15 /+40	 20	 >90	 117x59x44

Domestic CO and SMOKE Detector of simple and fast installation with 
removed sensor with power supply cut.

The sensor should be placed at the highest point in site as possible 
because carbon monoxide and smoke are lighter than air and tend to 
concentrate above.

Activation diagram:  200 ppm (0.002%) Minimum concentration: 
<0.4%

The presence of gases from prays, insecticides, etc. may set the 
alarm off.

2 meter probe 
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