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EVAPORATIVE COOLING F

DCH-3 DIFFuSeurS

CODe  mODel  AIr FlOw rANGe AT 0° rANGe AT  45° COuplING GrIll
  ADmISIBle DImeNSIONS DImeNSIONS

m3/h m m mm mm

 03231501016 DCH-3/09 5.500 ÷ 15.000  12 ÷ 32  9 ÷ 27  600 x 600  600 x 250

 03231501132 DCH-3/30 28.000 ÷ 38.000  43 ÷ 60  35 ÷ 49  850 x 850  800 x 450

 03231501152 DCH-3/55 54.000 ÷ 63.000  69 ÷ 81  59 ÷ 70  900 x 900  910 x 480

A

D x E

C
B

dimensions mm 

mODel A B C D X e GrIlleS (3u.)

DCH 3/10 720 400 650 600x600 600x250

DCH 3/30 1255 670 855 850x850 800x450

DCH3/55 1328 700 970 900x900 910x480

dimensions

3-direCtion diFFusers
Allowable air flows from 5,500 to 63,000 m3/h.

Metal diffusers painted RAl 7035 gray.

Wide-range, double-deflection grills.

Aperture variable from 0° to 45°.
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DIFFuSer DCH 3/10 (α = 0º) DCH 3/30 (α = 0º) DCH 3/55 (α = 0º)
evApOrATIve AD-07 AD-09 AD-12 AD-15 AD-30 AD-35 AD-40 AD-55 AD-70
Débit (m3/h) 5500 9000 12000 15000 28000 32000 38000 54000 63000

∆p Pa 5 11 18 29 18 25 35 108 162

v m/s 3,8 6,2 8,3 10,4 9,0 10,3 12,3 15,2 17,7

l m 12,0 19,7 26,3 32,8 43,8 50,1 60,3 69,0 81,5

H m 3,6 5,5 7,1 8,7 11,6 13,2 15,7 17,9 21,0

w m 5,7 9,0 11,8 14,6 19,5 22,1 26,5 30,2 35,5

DIFFuSer DCH 3/10 (α = 45º) DCH 3/30 (α = 45º) DCH 3/55 (α = 45º)

∆p Pa 21 48 85 133 93 125 184 192 287

v m/s 4,7 7,6 10,2 12,7 10,9 12,4 14,7 18,2 21,2

l m 9,9 16,2 21,6 27,0 35,4 41,0 49,3 59,5 70,3

H m 3,0 4,6 5,9 7,3 9,5 10,9 13,0 15,6 18,3

w m 8,8 14,0 18,5 22,9 30,2 34,8 41,7 50,2 59,1

NOTE : pORTéE EN CONSIDéRANT uNE vITESSE RéSIDuEllE DE 0,5 M/S, AvEC lES AIlES DES GRIllES EN pOSITION HORIZONTAlE ET lES DéFlECTEuRS à 0º ET 45º.
vAlEuRS ESTIMéS, ObTENuS MOyENNANT SIMulATION AvEC lOGICIEl CF DESIGN ET DES CAlCulES THéORIquES.

données teChniques de diFFusion
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EVAPORATIVE COOLING F

CODe mODel ADmISSIBle DIAmeTer COuplING GrIll
   AIr FlOw COvereD DImeNSIONS DImeNSIONS
   m3/h m mm mm

 03231501015  DCH-6/09 SD  5.500 ÷ 15.000  14 ÷ 39  490 x 560  350 x 250

 03231501031  DCH-6/30 SD  28.000 ÷ 38.000  48 ÷ 67  795 x 765  550 x 350

 03231501055  DCH-6/55 SD  54.000 ÷ 63.000  82 ÷ 97  890 x 935  700 x 400

 CODe mODel ADmISSIBle DIAmeTer COuplING GrIll
   AIr FlOw COvereD DImeNSIONS DImeNSIONS
   m3/h m mm mm

 03231501115  DCH-6/09 DD  5.500 ÷ 15.000  14 ÷ 39  490 x 560  350 x 250

 03231501131  DCH-6/30 DD  28.000 ÷ 38.000  48 ÷ 67  795 x 765  550 x 350

 03231501151  DCH-6/55 DD  54.000 ÷ 63.000  82 ÷ 97  890 x 935  700 x 400

B

A

C

E

D

dimensions mm 

mODel  A B C D X e GrIllS (6u.)

DCH 6/10   1060   920   360 490x560 350x250

DCH 6/30 1495 1300 455 795x765 550x350

DCH 6/55 1875 1625 505 890x935 700x400

dimensions

DCH-6 DIFFuSerS

6-direCtion diFFusers
Admissible air flows of 5,500 to 63,000 m3/h

Metal diffusers painted RAl 7035 gray

Single-deflection or double-deflection grills
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 DIFFuSer DCH 6/10    DCH 6/30   DCH 6/55 
 evApOrATIve AD-07 AD-09 AD-12 AD-15 AD-30 AD-35 AD-40 AD-55 AD-70
 Débit (m3/h) 5500 9000 12000 15000 28000 32000 38000 54000 63000

 Δp Pa 25 60 107 168 106 138 194 232 318

 v m/s 4,9 8,1 10,7 13,4 11,0 12,6 15,0 15,1 17,6

 l m 7,0 11,4 15,2 19,2 23,6 27,3 32,9 40,4 47,7

 H m 2,6 4,1 5,4 6,8 8,3 9,6 11,5 14,1 16,6

 w m 3,3 5,2 6,8 8,5 10,6 12,1 14,5 17,8 21,0

 D m 14,9 23,8 31,4 39,5 48,7 56,1 67,2 82,6 97,3

teChniCal diFFusion data

NOTe: RANGE IS GIvEN ASSuMING A RESIDuAl vElOCITy OF 0.5 M/S, WITH THE SlATS ON THE GRIll IN A HORIZONTAl pOSITION AND THE DEFlECTORS AT 0º AND 45º.
vAluES ARE ESTIMATED, ObTAINED THROuGH uSE OF CF DESIGN pROGRAM SIMulATION AND THEORETICAl CAlCulATIONS.
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EVAPORATIVE COOLING F

 DIFFuSer     CI-300
 Débit m3/h  50 100 250 500 750 1000 1250 1500 1750

 ∆p Pa 0,3 1 6 23 50,8 90,3 140,8 202,5 275,5

 v m/s 0,6 1,2 3,0 6,1 9,1 12,2 15,2 18,3 21,3

 D m 1,0 1,9 4,8 9,5 14,3 19,3 24,5 29,8 35,2

 l m 0,7 1,3 3,4 6,7 10,1 13,7 17,3 21,0 24,9

 H m 0,7 1,3 3,4 6,7 10,1 13,7 17,3 21,0 24,9

 w m 0,5 0,8 1,8 3,5 5,2 7,0 8,8 10,6 12,5

dimensions

307

10 Ø 410

Ø
 3

00

297

datos téCniCos de diFusión

NOTe: RANGE IS GIvEN ASSuMING A RESIDuAl vElOCITy OF 0.5 M/S. vAluES ARE ESTIMATED, ObTAINED THROuGH uSE OF CF DESIGN pROGRAM SIMulATION AND THEORETICAl CAlCulATIONS.

 CODe mODel ADmISSIBle rANGe COuplING
   AIr FlOw  DImeNSION 
   m3/h m Ø mm

 04150PAKCono  CI-300 (10u)  50 ÷ 1.750  0,7 ÷ 25  300

high-induCtion rotatable Cone
High induction cone made of RAl 7035 gray polyamide.

Designed for high-velocity air impulsion and diffusion of air to elevated heights, 
with a maximum working temperature of 70°C.

Its 45° inclination and 360° rotation offer great flexibility for installation.

Available in boxes of 10 units.

CI-300 DIFFuSer
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metalúrgica manlleuense S.A. 
Fontcuberta, 32-36
Apartado de correos 23
08560 Manlleu (barcelona)
SpAIN

Contact for customers
T +34 93 851 15 99
F +34 93 851 16 45
www.metmann.com
metmann@metmann.com
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