
Our Address

Puravent, Adremit Limited, Unit 5a, Commercial Yard,
Settle, North Yorkshire, BD24 9RH

Get In Touch

Call: 0845 6880112

Email: info@adremit.co.uk

V
Ventilation

MINIVENT Ultrasilence 
Silent bathroom extractors
39

COR MANN 
Commercial air curtains
40

VIS MANN 
Industrial air curtains 
41

HJB MANN 
High air flow-low speed fan
43

DVW 
Heat destratifiers
42

DT 
Heat destratifiers
42

tel:08456880112


Our Address

Puravent, Adremit Limited, Unit 5a, Commercial Yard,
Settle, North Yorkshire, BD24 9RH

Get In Touch

Call: 0845 6880112

Email: info@adremit.co.uk

39

ventilation V

www.metmann.com -  T +34 93 851 15 99 - F +34 93 851 16 45

COR MANN
Commercial air curtains
40

HJB MANN
High air flow-low speed fan
43

MINIVENT HELIOS extractors are the new extraction systems for 
bathrooms or small rooms.

MAIN FEATURES

• 2 speeds

• 6’ Fixed delayed disconnection

• 6-12-18-24’ Delayed disconnection 

• Humidity sensor

• Presence sensor

MINIVENT Ultrasilence Silent bathroom extractors

Air flow 
90 to 170 m3/h

Uses 
Bathrooms or small rooms

Model 	 M1/100 	 M1/100 NC 	 M1/100 F 	 M1/100 P

 SERVICE 	 2 speeds 	 2 speeds. 	 2 speeds. 	 2 speeds. 
delay and interval of  	D elay and 	 delay and 

adjustable functioning	 Humidity sensor	 prsence sensor

FUNCTIONING DELAY – MINUTES 	 - 	 6, 12 ,18 , 24’  6, 12 ,18 , 24’ 	 6’ 
OPTIONAL IN HIGH OR LOW SPEED

FUNCTIONING INTERVAL 	 -	 4, 8, 12, 24h  - 	 - 
OPCIONAL IN HIGH OR LOW SPEED – ADJUSTABLE Hours	

OPERATION START UP Seconds	 - 	 0 a 45  0 a 45 	 -

Air flow m3/h 	 90 / 75 	 90 / 75  90 / 75 	 90 / 75

R.P.M 	 2650 / 2250 	 2650 / 2250  2650 / 2250 	 2650 / 2250

VOLTAGE / FREQUENCY 50/60Hz	 230V 	 230V  230V 	 230V

electrical CONSUMPTION W 	 9 / 5 	 9 / 5  9 / 5 	 9 / 5

SOUND LEVEL dB (A) a 3m 	 30 / 25 	 30 / 25  30 / 25 	 30 / 25

CLASS OF PROTECTION II, TYPE OF PROTECTION IP 	 IP 45 	 IP 45  IP 45 	 IP 45

Model 	 M1/120 	 M1/120 NC  	 M1/120 F 	 M1/120 P

FUNCTIONING DELAY – MINUTES 	 - 	 6, 12 ,18 , 24’ 	 6, 12 ,18 , 24’ 	 6’ 
OPTIONAL IN HIGH OR LOW SPEED

FUNCTIONING INTERVAL 	 -	 4, 8, 12, 24h  - 	 - 
OPCIONAL IN HIGH OR LOW SPEED – ADJUSTABLE Hours	

OPERATION START UP Seconds 	 - 	 0 a 45  0 a 45 	 -

Air flow m3/h 	 170 / 150 	 170 / 150    170 / 150 	 170 / 150 

R.P.M 	 2350 / 2050 	 2350 / 2050  2350 / 2050 	 2350 / 2050

Voltaje / FREQUENCY 50/60Hz	 230V 	 230V  230V 	 230V

electrical CONSUMPTION W	 13 / 10 	 13 / 10 	 13 / 10 	 13 / 10

SOUND LEVEL dB (A) a 3m  36 / 32	 36 / 32	 36 / 32	 36 / 32

CLASS OF PROTECTION II, TYPE OF PROTECTION IP 	 IP 45 	 IP 45  IP 45 	 IP 45

dimensions mm 

Model	 A	 B	 C	 Ø

M1-100	 147	 35	 96	 98

M1-120	 176	 39	 116	 118

A

B C

Ø

M1-100
Working curve Working curve

M1-120

V· (m3/h)

pstat.
Pa

= 1.20 kg/m3

V· (m3/h)
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= 1.20 kg/m3
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INSTALLATION HEIGHT 
1.7 TO 3.2 m de HEIGHT

Air flow 
400 TO 4,250 m3/h

Uses 
Any type of shop that needs an air barrier either at 
their entrance doors or to separate areas inside.

Economic solution to create invisible barriers at shop doors, ware-
houses, etc. By installing an air curtain we keep either winter cold or 
summer hot weather out, and reduce air-conditioning consumption. 

These air curtains are “air only” or they can be supplied with electrical 
coils to create a hot air barrier. 

MAIN FEATURES

•	 Doors from 1.70 to 3.2m high.

•	 Sturdy endurable and reliable equipment.

•	 EC certified.

•	 White lacquered.

•	 Noiseless fans.

•	 Etc.

Installation example

Model	 Power	 VOLTAGE	 AIR FLOW	speeds	  SOUND LEVEL	 Dimensions	 INSTALLATION HEIGHT	 WEIGHT
	 kW	 V/Hz	 m3/h		  dB*A	 WIDTHxDEPTHxHEIGHT mm	 m	 kg

MINI 600E 	 2.5 	 230V-50Hz 	 400 	 1heater + 1fan 	 47 	 660x115x200	  1.7	 9.5

MINI 900E	 4.0	 230V-50Hz	 600	 1heater + 1fan	 47	 960x115x200	 1.7	 14

OPT 1000E	 6.0	 400V-50Hz	 1,000 	 2heater + 2fan	 50	 1050x230x235	 2.0	 20

OPT 1500E	 9.0	 400V-50Hz	 1,600	 2heater + 2fan	 52	 1550x230x235	 2.0 	 26

WIN S1000E	 3/6/9	 400V-50Hz	 1,300	 3heater + 3fan	 53	 1000x460x260	 2.5	 45

WIN S1500E	 4/8/12	 400V-50Hz	 1,950	 3heater + 3fan	 54	 1500x460x260	 2.5	 76

WIN S2000E	 6/12/18	 400V-50Hz	 2,600	 3heater + 3fan	 55	 2000x460x260	 2.5	 106

WIN S2500E	 6/12/18	 400V-50Hz	 3,250	 3heater + 3fan	 56	 2500x460x260	 2.5	 135

WIN M1000E	 3/6/9	 400V-50Hz	 1,850	 3heater + 3fan	 54	 1000x460x260	 2.8	 47

WIN M1500E	 4/8/12	 400V-50Hz	 2,775	 3heater + 3fan	 55	 1500x460x260	 2.8	 78

WIN M2000E	 6/12/18	 400V-50Hz	 3,700	 3heater + 3fan	 56	 2000x460x260	 2.8	 108

WIN M2500E	 6/12/18	 400V-50Hz	 4,625	 3heater + 3fan	 57	 2500x460x260	 2.8	 140

WIN G1000E	 5/10/15	 400V-50Hz	 2,775	 3heater + 3fan	 55	 1000x460x260	 3.2	 50

WIN G1500E	 7.5/15/22.5	 400V-50Hz	 3,700	 3heater + 3fan	 56	 1500x460x260	 3.2	 80

WIN G2000E	 10/20/30	 400V-50Hz	 5,550	 3heater + 3fan	 57	 2000x460x260	 3.2	 110

WIN G2500E	 11/22/3	 400V-50Hz	 6,475	 3heater + 3fan	 58	 2500x460x260	 3.2	 142
Prices do not include VAT.

COR MANN Commercial air curtains
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INSTALLATION HEIGHT 
2,5 TO 5 m de HEIGHT

Air flow 
1,990 TO 4,250 m3/h

Uses 
Any type of shop that needs an air barrier either at 
their entrance doors or to separate areas inside.

Economic solution to create invisible barriers at door to industrial 
plants, warehouses, etc. Installing an air curtain we keep either 
winter cold or summer hot weather out, and reduce air-conditioning 
consumption.

These air curtains are “air only” or they can be supplied with electrical 
coils to create a hot air barrier.

MAIN FEATURES

•	 Doors from 2.5 to 2.5m high.

•	 Sturdy endurable and reliable equipment.

•	 EC certified.

•	 White lacquered.

•	 Noiseless fans.

•	 Etc.

Installation example

Model	 Air flow	 STATIC PRESURE	 SOUND LEVEL	inst . HEIGHT	 DOOR WIDTH	 Dimensions	 CONSUMTION	 WEIGHT
	M ÁX./MEDIA/BAJA	M ÁX./MEDIA/BAJA	M ÁX. / MEDIA / BAJA	M ÁX./MEDIA/BAJA		  WIDTH xHEIGHTxDEPTH	ELECTRIC

	 m3/h	 mm c.a.	   dB*A	   m	 m	 mm	A	  kg

VIS 10 A 	 3120 / 2480 / 1990	 2.20 / 1.90 / 1.55 	 49.2 / 43.2 / 37.2 	 3.5 / 3.0 / 2.5 	 1.2 - 2.0 	 1,400x1,000x530	 2.4	 33

VIS 20 A	 3610 / 2920 / 2200	 3.0 / 2.50 / 1.95	 51.0 / 45.3 / 39.5	 4 / 3.5 / 3	 1.2 / 2.2	 1,400x1,000x530	 3.5	 34

VIS 30 A	 3840 / 3160 / 2560	 2.50 / 2.15 / 1.8	 500.8 / 44.4 / 39.4	 4.5 / 3.7 / 3.2	 1.2 / 2.3	 1,400x1,000x530	 2	 36

VIS 40 A	 4250 / 3600 / 2850	 3.30 / 2.70 / 2.10	 52.9 / 46.2 / 40.3	 5.0 / 4.3 / 3.7	 1.2 / 2.5	 1,400x1,000x530	 2.0 	 37

Model	 Air flow	 THERMAL 	 STATIC PRESURE	 SOUND LEVEL	inst . HEIGHT.	 DOOR	 Dimensions	 E. RESISTANCE	 WEIGHT
	M ÁX. / MEDIA / BAJA	 PRESURE	M ÁX. / MEDIA / BAJA	M ÁX. / MEDIA / BAJA	M ÁX. / MEDIA / BAJA	 WIDTH	 WIDTH xHEIGHTxDEPTH	 230V/I/50Hz - 400V/III/50Hz

	 m3/h	 kW	   mm c.a.	   dB*A	   m	 m	 mm		  kg

VIS 10 E 	 3120 / 2480 / 1990	 3	 2.20 / 1.90 / 1.55 	 49.2 / 43.2 / 37.2 	 3.5 / 3.0 / 2.5 	 1.2 - 2.0 	 1400x1000x530	 13.1 A  3x4.4	 33

VIS 20 E	 3610 / 2920 / 2200	 4.5	 3.0 / 2.50 / 1.95	 51.0 / 45.3 / 39.5	 4 / 3.5 / 3	 1.2 / 2.2	 1400x1000x530	 19.6 A  3x6.6	 34

VIS 30 E	 3840 / 3160 / 2560	 6	 2.50 / 2.15 / 1.8	 500.8 / 44.4 / 39.4	 4.5 / 3.7 / 3.2	 1.2 / 2.3	 1400x1000x530	 26.1 A  3x8.7	 36

VIS 40 E	 4250 / 3600 / 2850	 9	 3.00 / 2.45 / 1.9	 52.9 / 46.2 / 40.3	 5.0 / 4.3 / 3.7	 1.2 / 2.5	 1400x1000x530	 39.2 A  3x13.1	 37

VIS MANN Industrial air curtains 
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The heat generated by the heating systems usually goes up to the 
ceiling, which is why a significant heat loss takes place.

Our heat destratifiers eliminate stratification of hot air masses as 
high as 14 meters.

BLADE FANS SERIES DVW 

•	 Installation heights from 2.3m to 14m.

•	 Three blades with special design move up to 69,000 m3/h.

•	 Installation regulation in height.

•	 EU certified equipment. 

ACCESSORIES

Speed regulators.

DESTRATIFIERS WITH PROTECTION BOX DT 

•	 Installation heights from 4m to 9m.

•	 100 to 230m2 covered with one single destratifier 

•	 Air flows of 3,600-5,500-7,200 m3/h.

•	 Motor protection grid. White lacquered. 

•	 EU certified.

ACCESSORIES

•	 Speed regulators.

DVW Heat destratifiers

DT Heat destratifiers

Model	turn		  AREA COVERED DEPENDING ON HEIGH				  HEIGHT REGULATION	 MOTOR	co lour	 WEIGHT
	 Ø	 2.3m 	 3m	 4 m	 6m	 8m 	 10m		  mm	 kW	 White	K g

DVW 90	 900	 30m2	 50m2	 70m2	 -	 -	 -		  440-565	 50W	 yes	 5

DVW 140	 1400	 -	 -	 70m2	 110m2	 140m2	175m2		  460-585	 65W	 yes	 7

Model	turn	  Air flow	 AREA COVERED / 	 MOTOR	ap lication	 WEIGHT
	 Ø	 m3/h	 INSTALLATION HEIGH	 kW		K  g

DT-400	 400	 3,600	 100 m2 / 4,0 - 7.0m	 210 *A	 industrial	 11

DT-450	 450	 5,500	 160 m2 / 5.0 - 8.0m	 350 *A	 industrial	 19

DT-500	 500	 7,200	 230 m2 / 5.0 - 9.0m	 350 *A	 industrial	 26

Installation height 
2.3 to 14.0m high

Uses 
Any type of application 
for heat recovery from 
stratified air in the 
ceiling.

Installation height 
4,0 TO 9,0m hight

Air movement 
3,600 TO 7,200 m3/h

Uses 
Any type of application 
for heat recovery from 
stratified air in the 
ceiling.

SAVE UP TO 30% ON FUEL

SAVE UP TO 30% ON FUEL
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air movement 
32,000 TO 45,000 m3/h

Uses 
Greenhouses, farms, industrial plants, etc.

HJB MANN High air flow-low speed fan

Designed to be mounted on the wall these devices are able to move 
large volumes of air with a very low sound level.

They are indicated for any type of ventilation purpose, air renewal in 
stuffy rooms, and for use in farms and greenhouses.

Model	 Air volume	 R.p.m	 Motor	 VOLTAGE	 SOUND LEVEL	 Dimensions	 WEIGHT
	 m3/h		  kW		  dB (A)	ANCO xHEIGHTxDEPTH	K g

HJB 80	 32,000	 450	 550W	 230-400/III/50Hz	 60	 1060x1060x400	 58

HJB 100	 37,000	 450	 750W	 230-400/III/50Hz	 61	 1220x1220x400	 68 

HJB 120	 45,000	 450	 1100W	 230-400/III/50Hz	 63	 1380x1380x400	 88

tel:08456880112

