AXCBF-EX 250-6/28°-2
Article Number: 33021
Variant : 415V 3~ 50Hz

Technical parameters

systemair

Description

Stock range, standart series short delivery time

aerodynamic impeller

Die cast aluminium hub and blades

Casing, hot dip galvanized steel, to EN ISO 1641

Aluminium anti-spark ring

Spun flanges for high rigidity, to Eurovent standard

Single and three phase motors, IP55, insulation class F, in accordance with EN 60034, IEC 85.
Admissible ambient temperatures from -20°C to +60°C

With motor outside the airstream

The Systemair AXCBF-EX range of bifurcated medium pressure axial fans has been developed for
applications with an atmosphere which would either require special motors or reduce the lifetime of a
standard motor. The Ex(d) motors of AXCBF-EX are out of the airstream. Available in sizes from...
Find more details in our online catalogue

Dimension

Norminal data
Voltage (nominal) 415 VvV

Frequency 50 Hz

Phase(s) 3~

Input power 224 W

Input current 0.691 A

Impeller speed 2,958 rp.m.
Air flow max 1,440 m%h

o [ o o ]
Tem f ed ai 60 °C A oF !
perature of transported air max B c D E H
Protection/Classification AXCBF-EX =5 . o . - . - 4x
250 90°

Enclosure class, motor IP55

Insulation class F
Explosion proof marking 112G Exhdb eb IIC T4 Gb W- =

iring

Certificate Sira 07ATEX6341X

Controller and Sensors
Ambient and duct temperature -20 to 60 °C

Dimensions and weights
Duct dimension; Circular, inlet 250 mm
Duct dimension; Circular, outlet 250 mm
Weight 345 kg

Others
Duct connection type Circular
Motor type AC

Motor cable classification without terminal box

Wire designation

e Connection designation Extra note
1 U1

2 \al

3 w1

4 w2

5 u2

6 V2

7 12 PTC

8 13 PTC
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Acoustic

He ‘: 3 5 0 0 k K K

LwA inlet B 8 5 7 77
64 72 77

Joutlet A 2 4 7 4 o0

Measuring point: qv = 0,3 m3/s, Ps = 196
Pa

Mid-frequency band, Hz

Performance curve
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Hydraulic data
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Required air flow
Required static pressure
Working air flow
Working static pressure
Air density

Power

Fan control - RPM
Current

SFP

Control voltage

Supply voltage

Accessories

Ex e Terminalbox 4/6mm?2 25A (309824)
FRQ5-4A+LED V2 (36229)

FRQS-4A V2 (36231)

GFL-AR/AXCBF 250 counterflange (311162)
REV-3POL ATEX 11kW-25A ON/OFF (36414)

Documents

IMO_ATEX_171009_DE,EN,SE,RU,PL_005_312435_WEB.PDF
BVS13 ATEX E 125 X.PDF
EC-DEC_ATEX_181119_DE,EN,SE,RU,PL_007_314830.PDF

937 m¥%h
142 Pa

936 m¥h
142 Pa
1.204 kg/m?®
2221 W
2958 rpm
0.69 A
0.854 kW/m?¥/s
4150V
415V

FRQ-4A V2 (36227)

FRQ5S-4A+LED V2 (36233)

FSD1 AXC spring d. set <64kg (311438)
MFA-AR/AXCBF 250 mounting foot (313300)
U-EK230E Motor protection (30199)
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