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Applications 

�	 Construction sites and heating roadworks

�	 Workshop and warehouse space heating

�	 Agriculture

�	 Events and military and emergency space heating

Features

�	Clean hot air

�	Duct connection

�	Flue gas exhaust

�	Heat exchanger

�	Optional room thermostat

�	Optional fuel pre-heater

�	Overheat thermostat

�	Post ventilation

�	Thermally protected motor

�	Transparent external 
suction filter

�	Three oil filters – oil pump 
filter, suction filter and inlet 
filter

�	Electronic flame control 
with photocell 

�	Stainless steel combustion 
chamber

�	Oil tank with level indicator

�	Trolley included

�	Snorkel

�	Easy maintenance with 
external pump

�	Diagnostic LED 

B V  77

Specifications Units BV 77 BV 110 BV 170 BV 290

Heating power
kW 21 34 49 85

Btu/h 71700 11600 167200 290000
kcal/h 18100 29200 42100 73100

Air flow m3/h 1550 1800 1800 3300
Fuel autonomy h 19 21 14 13
Thermostat control Analog or digital Analog or digital Analog or digital Analog or digital
Fuel consumption l/h 2.0 3.2 4.7 8.1
Power supply V/Hz 220-240/1ph/50 220-240/1ph/50 220-240/1ph/50 220-240/1ph/50-60
Electric power kW 0.3 0.8 0.8 1.06
Rated current A 1.5 3.5 3.5 4.6
Protection IP41 IP41 IP41 IP41
Tank capacity l 36 65 65 105
Flue tube Ø mm 120 150 150 150
Flex tube Ø cm 23 34 34 40
Product size (l x w x h) mm 1130 x 380 x 660 1235 x 575 x 1000 1350 x 575 x 1000 1600 x 700 x 1150
Weight kg 33 61 65 100
Dual voltage Available No Available Available

B V  110
B V  170
B V  290
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